
HELMIBOND 771

Product Description 
Helmibond 771 is a waterborne natural rubber latex adhesive formulated 
with special resins that give this quality adhesive aggressive pressure 
sensitive tack. Excellent adhesion to a wide range of materials such as 
leather, cloth, synthetics and other man-made materials makes this 
a very versatile adhesive for many combining and folding operations. 
Helmibond 771 may easily be applied by brush, mechanical roller, and 
spray equipment.

Benefits 
•Pressure sensitive
•Waterborne
•Aggressive tack
•Easy to apply
•Versatile
•Easy clean up 

Suggested Uses
Helmibond 771 is normally applied to the least porous substrate, 
then combined to the second substrate when the adhesive is wet, 
semi- wet or even dry, depending on the porosity of the materials 
being bonded. Firm but even pressure is required when bonding 
to ensure proper adhesion.

Caution
Store and use at room temperature 18°C/65°F.
Permanently damaged when frozen.
Do Not use with equipment containing brass or bronze parts.
Not to be taken internally.
Purchasers must determine the suitability of this adhesive sys-
tem for their materials and manufacturing process.

 

Physical Properties 
 
Base:                   Natural latex
Solids Content: 50 ± 2%
Viscosity: 100 - 150 cP
Specific Gravity: 1.01
pH:                    ≈10
Shelf Life: 3 months from date of manufacture
Color:                   off-white
Odor:                   Mild
Clean-up: Use warm water when the adhesive is in the 
wet state
Freeze/Thaw: Not freeze/thaw stable. Protect from freezing.

Warranty
Because Seller has no control over methods of product application 
or conditions of use, its product is warranted only to be made of 
standard commercial grade materials and in conformance with 
Seller’s published specifications, if any. Any recommendations for 
the use of the product are based on tests or experience believed 
to be reliable and are furnished without compensation, and 
Seller does not guarantee the applicability or the accuracy of this 
information or the suitability of its product in any given situation. 
Buyer must make its own tests to determine the suitability of 
Seller’s product for Buyer’s particular use and Buyer assumes all 
risk and liability of use of Seller’s product.
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