
HELMIBOND 808

Product Description 
Helmibond 808 is a synthetic resin emulsion based adhesive that 
displays good wet tack and the high solids content makes it very 
versatile. It was developed to bond PVC extrusions and foils to 
a wide range of substrates in the manufacture of plastic edged 
shelving, furniture or plastic covered panels. It can also be used 
to coat PVC edge banding materials that are later applied by the 
iron-on or hot press method.

Benefits
•Good wet tack
•Heat reactivatable
•Brush, spray, or roller application
•Waterborne and non-toxic
•Tough flexible film
•Bonds plastic, coated papers, leather, many materials in shoe 
manufacturing and corrugate for packaging

Warranty 

Because Seller has no control over methods of product application 
or conditions of use, its product is warranted only to be made of 
standard commercial grade materials and in conformance with 
Seller’s published specifications, if any. Any recommendations for 
the use of the product are based on tests or experience believed 
to be reliable and are furnished without compensation, and 
Seller does not guarantee the applicability or the accuracy of this 
information or the suitability of its product in any given situation. 
Buyer must make its own tests to determine the suitability of 
Seller’s product for Buyer’s particular use and Buyer assumes all 
risk and liability of use of Seller’s product.

Physical Properties 
Solids Content: 55 ± 2%
Viscosity: 1,800 – 2,700 cP
Specific Gravity: 1.05
Weight/Gal: 8.85 lb
pH:                    4 - 5
Shelf Life: 6 months from date of manufacture
Color:                   White liquid, dries clear
Packaging: Drums, Pails
Freeze/Thaw: Not freeze/thaw stable. Protect from freezing.
Clean-up: Use water when the adhesive is in the wet 
                                     state and Helmitin Solvent 665 when dry

Handling & Storage 

•Keep adhesive container closed tightly when not in use.
•Containers should be stored on pallets and away from outside 
walls and off concrete floors.
•Store containers where temperatures will not be less than 
10°C/50°F and will not exceed 32°C/90°F.
•Product should not be stored in direct sunlight.
•Product should not be used after freezing.
•Thinning the adhesive is not recommended.
•Consult the Safety Data Sheet prior to use.
.
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Application Guidelines

1. Substrates to be bonded should be clean and free from 
moisture, dirt, oil and other contaminants.
2. Adhesive can be applied by spray, brush and roller.
3. Dry time can be decreased by passing the coated substrates 
through a heated drying tunnel.
4. Allow the adhesive 2 - 3 days curing before testing for bond 
strength.

Bonding

1. When one of the substrates is porous, the surfaces may be 
combined while the adhesive is still wet. The pieces should then 
be clamped or dead stacked until the adhesive has set or dried for 
30 minutes to 2 hours.
2. Helmibond 808 may be applied to thin materials such as PVC 
edge banding, then immediately hot pressed onto a porous 
surface, or completely dried and later reactivated with an iron or 
hot press.
3. When combining substrates such as leather or fabrics the 
dried adhesive film can be heated to between 50°C/122°F - 
75°C/167°F and the substrates immediately pressed.

*SEE SDS FOR REGULATORY INFORMATION
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