
HELMIBOND 816

Product Description 
Helmibond 816 is a fast setting pre-catalyzed PVA. This product 
is excellent for veneer applications without bleed-through. It may 
also be used for RF applications and for hot and cold pressing 
decorative overlays to plywood, particleboard and MDF.

Benefits
•Environmentally friendly
•Fast setting
•Type II water resistance
•Non-staining
•Excellent adhesion to a variety of substrates including but not 
limited to HPL, veneer, particleboard, plywood, MDF, etc.

Handling & Storage

•Consult the Safety Data Sheet prior to use.
•Avoid contact with skin and eyes. Rinse affected areas 
immediatelywith water.
•Keep container tightly closed and store off the floor when not in 
use.
•Protect from Freezing. Product should not be used after being 
frozen.
•Store containers where temperatures will not be less than 
10°C/50°F and will not exceed 32°C/90°F.
•Use at room temperature 18°C/65°F

Physical Properties 
Solids Content: 51 ± 2%
Viscosity: 3,250 cP
Specific Gravity: 1.11
Weight/Gal: 9.26 lb
pH:                   2 - 3
Coverage/Gal: 228 ft2 @ 7 wet mils
Shelf Life: 6 months from date of manufacture
Color:                   Beige
Packaging: Totes, Drums, Pails, Gallon jugs
VOC:                   0.00 lb/gal (0.00 g/L); less water and exempt 
                                     solvents.
Freeze/Thaw: Not Freeze/Thaw Stable. Protect from      
                                     Freezing.
Clean-Up: Use warm water when the adhesive is in the 
                                     wet state.

Meets or Exceeds
•CSA 0112-8M Series 1977 Type II Water Resistance
•ANSI / HPVA 1994 Type II Water Resistance
•NWWDA Type I and Type II Water Resistance
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Application Guidelines

•Substrates to be bonded should be clean and free from moisture, 
dirt, oil and other contaminants.
•Adhesive and substrates should be at 18°C/65°F or above.
•Adhesive can be applied by squeeze bottle, manual roller or roll 
coater.
•Moisture content of wood should be 6 - 8%.
•At least one substrate must be porous.

Cold and Hot Press Laminating

•Apply using a roll coater utilizing 16 grooves/inch and apply 6 - 8 
wet mils of adhesive. Plywood applications may require a higher 
coat weight of adhesive.
•Open time is 5 minutes with a closed assembly time of 8 - 10 
minutes.
•Cold press time is a minimum of 30 minutes at 50 psi at 
21°C/70°F and an RH of 45 - 50%. Press time can be up to 2 
hours depending on plant temperature, humidity, stock density, 
moisture content of substrates, application amount, etc.
•For cold pressing typical pressures are 30 - 100 psi for HPL, 100 
- 150 psi for solid core stock and 100 psi to 250 psi for veneered 
panels.
•Hot pressing is performed at 82°C/180°F - 93°C/200°F for 
60 - 90 seconds. Machining operations can be performed as 
soon as the panel is cool. Temperatures and press times can vary 
depending on substrates being bonded.
 A guideline chart for veneer is shown below:

Veneer  
Thickness

70C/158F 80C/194F 100C/212F 120C/248F

1/16 in 1ft 45 in 1ft 30 in 1ft 15 in 1ft

1/8 in 3ft 15 in 2ft 22 in 1ft 55 in 1ft 40 in

1/4 in 6ft 15 in 5ft 50in 4ft 50 inc 4ft

Note:
Be careful to avoid contamination by iron (rust) from any 
source, such as containers or application equipment, as such 
contamination leads to dark glue lines and staining on woods high 
in tannic acid.

*SEE SDS FOR REGULATORY INFORMATION
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